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Test Type Test Parameters Test Method/Standard 

Water Spray1  

DIN 40050-9e; 
FCA CS.00056 section 5.5.3; 
Ford CEPT:00:00-E-412 section 5.9; 
GMW 31722   section 9.5.2; 
GMW 3191 section 4.4.11; 

USCAR-2 section 5.6.74; 
IEC 60529; 
ISO 16750-4; 
JIS D0203;  
ISO 20653 except 4K 
Method 3 except swivel nozzle  
Method 4 except swivel nozzle 

Water Immersion1 

Submersion to 48 
inches 

 
Air Temperature  (-65 

to 175) ºC 
 

Fluid Temperature 
(0 to 35) ºC 

DIN 40050-9e; 
FCA CS.00056 section 5.5.3; 
FCA CS.00056 section 5.5.4; 
Ford CEPT:00:00-E-412 section 5.9; 
GMW 31722 section 9.5.3; 
GMW 3191 section 4.4.9; 

USCAR-2 section 5.6.5; 
IEC 60529; 
ISO 16750-4; 
JIS D0203 

Mud Resistance 
Submersion to 12 

inches 
(-65 to 175) ºC 

FCA CS.00056 section 5.5.2 

Chemical Exposure/Resistance1  

FCA CS.00056; 
Ford CETP 00.00
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Test Type Test Parameters Test Method/Standard 
 ISO 9227; 

GMW3286; 
IEC 60068-2-52 

 
1Also using customer specifications directly related to the types of tests and parameters listed. 
 
2 This laboratory’s scope contains withdrawn or superseded methods.  As a clarifier, this indicates that the applicable 
method itself has been withdrawn or is now considered “historical” and not that the laboratory’s accreditation for the 
method has been withdrawn including but not limited to GMW 3172 (2008, 2010, 2012, 2015,2018) 
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